TerraLUX™ MaxStar2 

The Brightest LED Bulb Replacement 



Features 

• 50 Lumens of Light 
Output.. .the Brightest! 

• Two Luxeon® I LEDs 

• Almost Indestructible 

• Fits 2 & 3 Cell Mag 
Instruments® flashlights 

• Retains Focusing of the 
MagLite® Flashlight 

• Change Beam Shape 
from Rectangular to 
Circular with a Twist 

• Never Needs Replacing 

• Pure White Light 

• Consistent Brightness 
and Color Regardless of 



Specifications 

• 50 Lumen Light Output 

• Approximately 20 hrs 
Runtime on 2D Cells 



Made in USA 





Toll Free: (866)498-1564 Phone: 
(303) 442-4960 Fax: 303-942-3584 
1448 Carriage Hills Drive, Boulder, CO 
80302 

Email: info@TerraLUXCorp.com 
www.TerraLUXCorp.com 



What are the Benefits of the TerraLUX MaxStar2? 

1 . EXTREMELY INTENSE LIGHT output comes from the combi- 
nation of the TWO 1 WattLuxeoif LEDs and the PowerPush 
power management circuitry. The LEDs generate approxi- 
mately 50 Lumens of light output , TWICE the light output of 
our AA battery leader, the MiniStar2. 

2. FOCUSABILITY. In a Mag Instruments C or D cell flashlight a 
quarter turn of the head changes the light beam pattern from 
a rectangle to a circle. Scan the horizon or focus on a tar- 
get, -the choice is yours. (See picture on back) 

3. LONGER BATTERY LIFE results from the PowerPush circuit 
built into the unit which completely utilizes the power from 
the batteries, while maintaining constant light output. If 
there's juice... it will light 2 D cells will power your MiniMag 
for 20 hours, compared to a fraction of that for the standard 
incandescent bulb 

4. INDESTRUCTIBLE LED performance and lifetime operation. 
Unlike incandescent bulbs, LEDs do not just "burn out". This 




TerraLUX is not affiliated with Mag Instrument, Inc., which owns the Maglite® and Mini Maglite® trade- 
marks and the trademark shape, style and overall appearance of the Mini Maglite® flashlight. Mag Instru- 
ment's trademarks are here used only to identify the flashlight with which TerraLUX intends its upgrade to 
work. The TerraLUX Light Engine is not made, endorsed or sponsored by Mag Instruments, Inc. 



It Focuses!! 

Twisting the head of the Maglite C or D cell flashlight head by about one-quarter turn 
changes the shape of the beam from an intense rectangular beam to a circular beam. 
In the photos above the flashlight can be seen on the right, and the beam pattern is 
projected on the wall. 



READ THIS! 

Caution! This LED Lightbulb Replacement is Not a Toy! 
This product dissipates 2Watts of power which when confined to a small volume may gener- 
ate high temperatures. This LED lightbulb must only be used in a high quality flashlight in 
which the bulb holder is ALL METAL. Do not use in a flashlight or other appliance made from 
plastic. Damage to the flashlight, the bulb, and the user will result. We strongly recommend 
its use in Mag Instruments products as they have the necessary construction features for 
the high heat output of the MaxStar2. Read the instructions carefully before use. TerraLUX 
will not be responsible for damages resulting from improper use and deployment in inferior 
appliances. Follow the directions included with the product. 



TerraLUX Product Line-up 
The Broadest Selection of LED Replacement Bulbs in the Industry 
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TLE-2 
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Spot Miser 


Broad Miser 


QuadStar 


Mini Star 1 


MiniStar2 


MaxStar2 


Application 


General Usage, 


Camping Lan- 


Flashlight, 


MiniMag Re- 


MiniMag Re- 


High Intensity 




Emergency Light 


tern, Wide Pat- 
tern 


headlamp 


placement 


placement 


Flashlight 


Batteries 


1 to 4 Cells 


1 to 4 Cells 


1 to 4 Cells 


2 AA 


2 AA 


2- 3 Cells 


Light Output 


1 .7 Lumens 


4.3 Lumens 


4 Lumens 


16 Lumens 


25 Lumens 


50 Lumens 


Battery Life 


>48 hours, 4AA 


>33 hours 4AA 


>24 hours 4 


>12 hours 2AA 


>6 hours 2AA 


>24 hours 3D 






AA 









Toll Free: (866) 498-1564 Phone: (303) 442-4960 Fax: 303-942-3584 
1448 Carriage Hills Drive, Boulder, CO 80302 
Email: info@TerraLUXCorp.com 



